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1 Declarations of Conformity

EU Declaration of Conformity

The Designated Company

Alfa Laval Kolding A/S, Albuen 31, DK-6000 Kolding, Denmark, +45 79 32 22 00

Company name, address and phone number

Hereby declare that

ALTB-SB

Designation

20
Type

Serial number from AAC000000001 to AAC999999999

is in conformity with the following directives with amendments:
- Machinery Directive 2006/42/EC
- RoHS Directive 2011/65/EU and amendments

The person authorised to compile the technical file is the signer of this document.

Global Product Quality Manager
Title

Kolding, Denmark 2022-11-17
Place Date (YYYY-MM-DD)

This Declaration of Conformity replaces Declaration of Conformity dated 2020-02-01

Lars Kruse Andersen
Name

Signature



1 Declarations of Conformity

UK Declaration of Conformity

The Designated Company

Alfa Laval Kolding A/S, Albuen 31, DK-6000 Kolding, Denmark, +45 79 32 22 00

Company name, address and phone number

Hereby declare that

ALTB-SB

Designation

20
Type

Serial number from AACO00000001 to AAC999999999

is in conformity with the following directives with amendments:
- The Supply of Machinery (Safety) Regulations 2008
- The Restriction of the Use of Certain Hazardous Substances in Electrical and Electronic Equipment Regulations 2012

Signed on behalf of: Alfa Laval Kolding A/S

Global Product Quality Manager Lars Kruse Andersen
Title Name
Kolding, Denmark 2022-11-17 é
Place Date (YYYY-MM-DD) Signature

DoC Revison_01_112022
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2 Safety

Unsafe practices and other important information are emphasized in this manual.
Warnings are emphasized by means of special signs.

2.1 Important information

Always read the manual before using the agitator!

WARNING
Indicates that special procedures must be followed to avoid serious personal injury.

CAUTION
Indicates that special procedures must be followed to avoid damage to the Agitator.

NOTE
Indicates important information to simplify or clarify procedures.

2.2 Warning signs

General warning:
Caustic agents:

Dangerous electric voltage:

> P> P>

2.3 Intended use

- The Agitator in only for mixing / conditioning / stirring of liquids in a tank.
- The Agitator is only made for top mounting position on the top plate / welding flange on the tank.




2 Safety

All warnings in the manual are summarised on this page.
Pay special attention to the instructions below so that serious personal injury and/or damage to the valve are avoided.

2.4 Safety precautions

2.4.1 Installation:

Always read the technical data thoroughly (see 6 Technical Data). f
Always follow installation instructions thoroughly (see 3 Installation).

Never expose the Agitator to undue vibrations or shocks.

Never start the Agitator in the wrong direction of rotation.

Ensure that the tank media is not corrosive to the Agitator.

Only install the Agitator in environments within temperature limit: -20°C and +40°C.

Only install the Agitator in altitudes less than 1000 m above sea level.

Only use authorized personnel when electrically equipment is connected.

2.4.2 Operation:

Always read the technical data thoroughly (see 6 Technical Data). f
Never start Agitator in the wrong direction of rotation.

Beware of Agitator in operation can produce sound levels in excess of 85dB(A).

Always handle lye and acid with great care.

Always rinse well with clean water after cleaning. A
Never run the agitator for a longer time (seconds) without product, water or cleaning liquid in the tank.

2.4.3 Maintenance:

Always follow the maintenance instruction thoroughly (see 5 Maintenance.)

Always follow the maintenance instruction for gear motor thoroughly (see 8.5 Drive unit instruction).

Always study the parts list and assembly drawing carefully (see 7 Parts list / Service kits).

Never touch the moving parts while the Agitator is connected to the power supply.

Always disconnect the power supply while servicing the Agitator.

Ensure correct rotation direction of propeller before startup and after any maintains there might have impact on

he direction.
ever service the agitator or tank with product or cleaning liquid in the tank.

>

2.4.4 Transportation:

Always transport the Agitator in ori?inal packaging.

Always support the shaft adequately, to protect shaft and bearings.
Never expose the Agitator to undue vibrations or shocks.

Control for oil leakage on gears with vent screw.

Ensure correct rotation direction of impeller before startup and after any maintains there might have impact on the
direction.



3 Installation

The instruction manual is part of delivery. Study the instructions carefully.
The Agitator is for permanent fastening.

Make sure the motor corresponds to the environment.

Check the direction of rotation before operation.

3.1 Unpacking/delivery

Always use lifting equipment when handling the Agitator.

Alfa Laval cannot be responsible for incorrect unpacking.

Step 1

3.1.1 Inspect the delivery for visible transportation damage (crates and packaging) - all issues should be reported to carrier.

Step 2

3.1.2 Check that deliveries are according to delivery notes.

Complete Agitators can be delivered in more than one shipment.

Agitators can be delivered as one of the following:

1. Agitator parts and instruction manual required for tank builder to install shafts and propellers.

2. Agitator parts and instruction manual required for tank builder to install drive unit (gear motor) and sealing system.
3. As 1) and 2) in one shipment.

Step 3
3.1.3 Inspect Agitator parts for visible transport damage.

Step 4

Do NOT use eye bolts on gear motor to lift the Agitator. They are only for gear motor removal.

Step 5

3.1.5 During lifting:

- Always support the shaft adequately to protect shaft and bearings.

- Be carefully not to damage shaft-end with treads.

- Never expose the Agitator to undue vibrations or shocks.

- Control for oil leakage on gears — leave vent plug in gear until gear is installed and in correct position.

ey = | L "
Figure 1, un-activated vent plug



3 Installation

The instruction manual is part of delivery. Study the instructions carefully.
The Agitator is for permanent fastening.

Make sure the motor corresponds to the environment.

Check the direction of rotation before operation.

3.2 Requirement for installation, personnel

Welder:
Experience from similar types of installation, covering TIG, MIG and MAG welding procedures in stainless steel thin f

walled material.
Proven skills in reading installation guidelines and drawings ensuring that the installation is carried out safe for personnel

and property.

Erectors:

Experience from similar types of installation. A
Proven skills in reading installation guidelines and drawings ensuring that the installation is carried out safe for personnel

and property.

Electrician:

Certified according to local regulations and experience from similar types of installation. A
Proven skills in reading installation guidelines and drawings ensuring that the installation is carried out safe for personnel

and property.

3.3 Installation (with cutting/machining and welding required)

3.3.1 Requirement for installation
This work should be carried out by at least two persons and for safety reasons a platform or a scaffold should be

established around the tank top.

During installation ensure to use sufficient lightning.

The tank top must be horizontally during installation — if that is not the case, a laser must be used to ensure that the

right position for the “Bottom Console” can be found. A

Ensure that the tank does not contain neither dangerous liquid nor gasses and that good ventilation is established.

Always have safety elements removed by authorized personnel.

Never cover or remove nameplates. A
Always use lifting equipment when handling heavy parts of the Agitator.

Never connect to power during installation.
Always have the Agitator connected to power supply by authorized personnel. A
Note: Alfa Laval highly recommends installing motor protection guard to the Agitator.

All position numbers and item numbers refer to the drawings show and specified in 7 Parts list / Service kits



3

Installation

The instruction manual is part of delivery. Study the instructions carefully.
The Agitator is for permanent fastening.

Make sure the motor corresponds to the environment.

Check the direction of rotation before operation.

Step 1
3.3.2
See illustration in 7.5.1 page 41.

A

B.

G mm

The three “Adjustable Leg For Bottom Console” pos. 70 are fastened to the “Bottom Console for Agitator” pos. 74 using
the three “Screw” pos. 77.

The assembled “Bottom Console” from a)

“Guide spindle for bearing” pos. 69

“Tool — Bushing” pos. 83,

“Tool — Back stop” pos. 85,

“Screw” pos. 91,

“Propeller” pos. 73,

“Agitator Shaft” pos. 71 (if delivered),

“Propeller” pos. 72 (if delivered),

“Agitator Shaft” pos. 75,

are lowered into the tank and assembled. In some cases all the parts can be assembled outside the tank and lowered into
the tank assembled. All threads must be greased to ensure not to damage the threads.

. According to the order specific drawing "Agitator with Tank" that comes with the manual (not in the manual) the correct

Agitator position is selected (0/125/175 mm off center) which specify which position of holes to be used (data in this
manual are not to be used - find order specific drawing).
Example of an order specific drawing "Order specific "Tank With Agitator" drawing, example" are to be found in 8.2, page 45.

. Mount the “Tool Guide Plate” pos. 80 on the “Tank mounting flange” pos. 99 letting the shaft pos. 75 entering the correct

hole in pos. 80. The “Tool Guide Plate” must be fastened to the tank top using two diagonally located holes in the tank top.

. Mount the “Tool — Top Guide” pos. 82 to the “Tool Guide Plate” pos. 80 using the four “Screw” pos. 88.

Mount the “Tool — Top Guide” pos. 81 into the “Tool — Top Guide” pos. 82.

. Rotate / orientate pos. 82 enabling the “Screw” pos. 90 to be used to fasten the shaft in vertical direction during adjustment

of the “Bottom Console” pos. 74.



3 Installation

The instruction manual is part of delivery. Study the instructions carefully.
The Agitator is for permanent fastening.

Make sure the motor corresponds to the environment.

Check the direction of rotation before operation.

Step 2
3.3.3 See illustration in 7.5.1 page 41.
A. If the tank top is horizontally within 0,5° the gravity can be used
as guideline for position of the “Bottom Console” — if it is not
possible to adjust the tank top to horizontally position (within
the tolerance) a laser pointer must be used to ensure that the
right position for the “Bottom Console” is found.
B. The Agitator is lifted to the correct position as shown on the
order specific drawing “Tank with Agitator” that comes with
the manual (not in the manual).
Example of an order specific drawing "Order specific "Tank
With Agitator" drawing, example" are to be found in 8.2, page
45. The “Screw” pos. 90 is tightened (not more than sufficient)
to fasten the shafts in vertical position.
C. When the agitator shaft is in correct position the three
“Adjustable Leg For Bottom Console” pos. 70 are
adjusted/rotated facing the tank bottom and the three “Screws’
pos. 77 are fastened. If the legs on “Bottom Console for
Agitator” pos. 74 are too long they are cut to the required
length.
D. Tag weld the three “Adjustable Leg For Bottom Console” pos.
70 to the tank bottom using TIG welding.

. Untighten the “Screw” pos. 90 ensure that the shaft can rotate
freely.
Tighten the screw again.

. Remove one “Screw” pos. 77 and fill the thread hole with

welding, continue one by one with the two other screws.

. Remove the “Screw” and pos. 90.

Verify that the shaft can rotate freely.
Grind the welded seams to the required finish.

Figure 2, Height of Bottom Console

m

- I oM

Figure 4, Welding Bottom éonsole




3 Installation

The instruction manual is part of delivery. Study the instructions carefully.
The Agitator is for permanent fastening.

Make sure the motor corresponds to the environment.

Check the direction of rotation before operation.

Step 3
3.3.4 See illustration and Parts List in 7.5.1 and 7.5.3.

A. Using a permanent pen do a marking line at position A1 as
shown on 7.5.1. page 41 on the shaft pos. 75.

B. Verify that the line is at the same vertical position as the
upper surface of the tank top flange (welding flange) pos.
99.

C. Remove the “Tool” parts pos. 88, 82, 81, 80.

D. Using the equation: X1 = “Thickness of Gasket, pos. 101”
+ “Thickness of Top Plate, pos. 100", mark the cutting line
A2.

e.g:

Thickness of Gasket = 5 mm

Thickness of Top Plate = 20 mm

X1=5+20=25m

if an O-ring is used as gasket the “Thickness of Gasket” = 0

E. The “Agitator Shaft” is delivered longer than needed and
should be shortened to no more than 300 mm. If it must be
shortened more, the inside diameter must be machined to
fit the “Shaft, Upper for Agitator” pos. 76 outer diameter
within a 0,17 mm tolerance.

Cut the “Agitator Shaft” pos. 75 at the cutting line A2.

. Press the “Shaft, Upper for Agitator” pos. 76 onto the
“Agitator Shaft” pos. 75 firmly and ensure that it is aligned
with the shaft.

H. Weld it as shown on 7.5.1 page 41 and in WPS in 8.3,

page 46.
I.  Grind the welded seams to the required finish.

Figure 5, Ma'ri{i'ng of pos. A1

@ m

Step 4
3.3.5

A. Unscrew and disassembly the shafts and propeller unit — label all the parts carefully with item number and tank number.
B. Arrange careful transportation of the tank and the agitator parts to the destination.



3 Installation

The instruction manual is part of delivery. Study the instructions carefully.
The Agitator is for permanent fastening.

Make sure the motor corresponds to the environment.

Check the direction of rotation before operation.

3.4 Installation (assembling)

3.4.1 Mounting of O-Rings in general
A-Apply some food-approved grease to the O-ring

B-Press the O-ring into the appropriated groove at position 0°
and 180°

C-Press the O-ring into the appropriated groove at position 90°
and 270°

s -
Figure 6, Greasing O-ring

Figure 7, Inserting O-ring

Figure 8, Inserting O-ring




3

Installation

The instruction manual is part of delivery. Study the instructions carefully.
The Agitator is for permanent fastening.

Make sure the motor corresponds to the environment.

Check the direction of rotation before operation.

Step 5
3.4.2 See illustrations, 7.1, 7.2, and 7.5.3.

A.

Mount the “Bearing For Bottom Console” pos. 25 into the “Bottom Console” pos. 74.

B. Clean all shafts, propellers and Guide Spindel (pos. 69) threads for grease.

IomMMmMo O

xo

. Assemble the shaft and propeller unit inside the tank with gaskets, o-rings and Loctite®: pos. 24, 30, 35, 69, 71, 72, 73, 75,

76 and slide it carefully down/into the “Bottom Console pos. 74” with the “Bearing For Bottom Console” pos. 25.

. Avoid hard bumping against the bottom console bearing.
. Tighten all threads till 100-200 Nm.

Mount the “Gasket” pos. 101 and the “Top Plate” pos. 100 — tight with a couple of screws.

. Press the “Spray Ball Bearing” pos. 26 into the “Spray ball”, pos. 8.
. Mount the “Spray ball” pos. 8 (incl. the “Spray ball Bearing” pos. 26) onto the “Tube, CIP for Spray Ball” pos. 3 using the

“Spring lock for spray ball” pos. 9
In some cases all the parts can be assembled outside the tank and lowered into the tank assembled.
Insert the “O-Ring” pos. 33 into the “Tube, CIP for Spray Ball” pos. 3.

. Position the “Tube, CIP for Spray Ball” pos. 8 onto the “Top Flange” pos. 100.

o

= 9614314602

9614314603



3 Installation

The instruction manual is part of delivery. Study the instructions carefully.
The Agitator is for permanent fastening.

Make sure the motor corresponds to the environment.

Check the direction of rotation before operation.

Step 6

3.4.3 If without Aeration go to Step 7.
If with Aeration continue below:

See illustrations, 7.1, 7.2, and 7.5.3.

A. Position the “Spring guide” pos. 7
B. Press in the “Pressure spring” pos. 6 on the “Aeration seal box” pos. 27 and insert the two “O-rings” pos. 34 and 36

using some food approved grease.
C. Add some food-approved grease to the shaft pos. 76 and slide the parts on the shaft and position them as shown below.

9614314604



3 Installation

The instruction manual is part of delivery. Study the instructions carefully.
The Agitator is for permanent fastening.

Make sure the motor corresponds to the environment.

Check the direction of rotation before operation.

Step 7
3.4.4 See illustrations, 7.1, 7.2, and 7.5.3.

A. Press in the two “Guide Pin” pos. 13 into the “Console for Agitator”, pos. 4.

B. Press in the two “O-ring” pos. 31 and pos. 32 into pos. 4.
C. Mount the “Console for Agitator”, pos. 4 on the “Tube, CIP for Spray Ball” pos. 3.
D. Using the appropriate screws and Loctite®, the four washers pos. 22 and four nuts pos. 21 are sequentially tightened

to about 200 Nm.




3 Installation

The instruction manual is part of delivery. Study the instructions carefully.
The Agitator is for permanent fastening.

Make sure the motor corresponds to the environment.

Check the direction of rotation before operation.

Step 8
3.4.5 See illustrations, 7.1, 7.2, and 7.5.3.
The Mechanical seal pos. 28 (28.1, 28.2, 28.3, 28.4, 28.5, 28.6) consist of several parts as labelled below — the parts cannot be

ordered separately — only as one complete mechanically seal pos. 28.

A. Add some food-approved grease to the O-ring pos. 28.2 and mount it on the stationary seal ring pos. 28.1.
B. Press both parts (pos. 28.1 and pos. 28.2) into the “Flange, Upper” pos. 5.
C. Add some food-approved grease to the O-ring pos. 28.4 and slides the parts pos. 28.3, 28.4, 28.6 and 28.5 onto the shaft.
D. Mount the “Flange, Upper” pos. 5 onto the “Console for Agitator” pos. 4 — ensure that it is positioned rotation-wise
as required.
E. Press in the two “Guide Pin” pos. 12.
F. Add some Loctite® to the four screws pos. 19, mount them with the “Washers” pos. 16 and tighten the screws sequentially

to 51 Nm.
G. Mount the “Parallel Key” pos. 78 using the “Screw” pos. 79.

9614314606

Figure 10, 28.1, 28.1 and 5



3 Installation

The instruction manual is part of delivery. Study the instructions carefully.
The Agitator is for permanent fastening.

Make sure the motor corresponds to the environment.

Check the direction of rotation before operation.

Step 9
3.4.6 See illustrations, 7.1, 7.2, and 7.5.3.

A. The shaft-end surface pos. 76 and the hollow shaft surface of the gear motor pos. 2 are cleaned and gently greased.

B. The gear motor pos. 2 is gently lowered onto the “Flange, Upper” pos. 5 using a hoist.
C. The screws pos. 15, washers pos. 16 and nuts pos. 20 are mounted using some Loctite® and tightened till 51 Nm.

9614314607




3 Installation

The instruction manual is part of delivery. Study the instructions carefully.
The Agitator is for permanent fastening.

Make sure the motor corresponds to the environment.

Check the direction of rotation before operation.

A\

D. The washer pos. 18 consists of two parts attached to each other with some silicone as shown on the picture. It is important
that the parts are positioned as shown.
E. The bushing that follows the gear motor seen on the picture is used to fasten the shaft into the gear motor.

Figure 13, One washer pos. 22 Figure 12, Bushing for shaft / gear motor

F. The screw pos. 17 is tightened (without using Loctite®) to 51 Nm.
G. The cover that follows the gear motor is mounted on the gear motor covering the shaft and bushing and tightened.
H. The oil vent plug is activated on the gear motor (see below and 8.5 “Drive Unit Instructions”).

mﬁgure 14, Activation of gear vent plug

I.  Use of gear motor covers is not permitted due to risk of reduced cooling on motor.
J. Verify that the distance between “Bearing for bottom Console” pos. 25 top and the lower part of “Guide spindle for bearing”
pos. 69 is about 15 mm as shown below and 7.5.3 “Complete Agitator In Tank”.

Figure 15, Installation verification



3 Installation

The instruction manual is part of delivery. Study the instructions carefully.
The Agitator is for permanent fastening.

Make sure the motor corresponds to the environment.

Check the direction of rotation before operation.

3.5 Installation, electrically

VANJR/ N

- Operation by unauthorized personnel may endanger personnel and property.
- Treat all electrical equipment as powered.
- Switch off the power before maintenance and repair.

- The electrician must be certified according to local regulations and with at least 3 years’ experience from similar types of
installations.

- The electrician must have proven skills in reading and working from drawings and cable lists.

- The electrician must have knowledge of local safety regulations for power and automation and making sure that any work
carried out is safe for personnel and property before the equipment is put back into operation.

If you need assistance or have questions — please contact Alfa Laval.

- The motor requires the power supply as indicated on the name plate.

- It is recommended to secure the motor with a motor protection.

- We recommend starting the motor by use of a soft starter with a start ramp up time of 2-7.5 sec.

- We recommend installation of a service switch at the agitator to secure the personnel during service work.

- Perform a visual inspection of the direction of rotation. The direction required is indicated on the name plate.

- Rotation of agitator must be clockwise. Otherwise the agitator will be damaged.

3.6 Recycling information

e Unpacking

- Packing material consists of wood, plastics, cardboard boxes and in some cases metal straps.
Wood and cardboard boxes can be re-used, recycled or used for energy recovery.

- Plastics should be recycled or burnt at a licensed waste incineration plant.

- Metal straps should be sent for material recycling.

e Maintenance

- During maintenance, oil and wear parts in the machine are replaced.

- All metal parts should be sent for material recycling.

- Worn out or defective electronic parts should be sent to a licensed handler for material recycling.
- Qil and all non-metal wear parts must be disposed of in accordance with local regulations.

e Scrapping

At the end of use, the equipment must be recycled according to the relevant, local regulations. Besides the equipment itself,
any hazardous residues from the process liquid must be considered and dealt with in a proper manner. When in doubt, or in
the absence of local regulations, please contact your local Alfa Laval sales company.

20



4 Operation

Study the instructions carefully and pay special attention to warnings! Always check the Agitator before operation. Alfa Laval
recommends a soft starter for the Agitator to reduce the load on tank and Agitator.

4.1 Operation

A\

Rotation of agitator must always be clockwise.
Use of gear motor covers is not permitted due to risk of reduced cooling on motor.

If batch rotation is observed during operation, the optimum effect of the agitator is achieved by interval agitation. If interval
agitation is used, the gear motor must be installed with a soft-starter to increase gear motor life time and reduce forces on the

tank system.

If a sensitive product is processed, agitation speed and time should be reduced as much as possible.
If the agitator is equipped with an aeration valve, it is possible to aerate the product through the shaft during the agitation.

4.2 Inspection

Part Inspection Interval
Gear motor

- Clean surfaces to avoid overheating Monthly

- Check for oil leakages Monthly

Sealing

- Verify that the seals are not leaking Monthly

Bottom console bearing

- Check for wear — radial movement < 5 mm

Semi-annually

4.3 Troubleshooting

Problem | Cause/r esult | Remedy
Not starting
Gear motor - Defect - Dismantle gear motor, check for
correct rotation
- Replace gear motor
- Fault at power supply - Check power supply connection
- Check voltage and frequency
correspond with motor name plate
- Check frequency converter adjustment
correspond with motor name plate
Agitator - Obstructed - Check that Agitator can rotate freely
without striking anything
Vibrations
Guidance - Bottom Console Bearing - Change Bearing / Bushing
Propeller - Damaged - Contact Alfa Laval
- Unbalanced - Clean propeller
Shaft - Damaged - Contact Alfa Laval
Unusual sounds
Guidance |- Shaft rotation - radial movement >5 mm - Change Bearing / Bushing
Leakage
Gear motor - Oil leakage - Renovate or change gear motor
- CIP fluid or other from drain - Replace sealing
Performance
- Deviation from normal operation - Operation must be according to
specification

21




4 Operation

Study the instructions carefully and pay special attention to warnings! Always check the Agitator before operation. Alfa Laval
recommends a soft starter for the Agitator to reduce the load on tank and Agitator.

4.4 Cleaning

4.41 General Information

A

The agitator is fitted with a rotating spray ball designed to clean agitator and tank as part of the same process.

The agitator does not require a special cleaning procedure but the process can be integrated in the usual tank cleaning
concept. However, hot caustic cleaning is always recommended.

Maximum operation temperatur e when the agitator is activated is 90°C.
(applies for e.g. tank CIP and hot water sterilization)

Maximum operational temperatur e when the agitator is NOT activated is 125°C.
(applies for e.g. steam sterilization)

Ensure that all surfaces in contact with product are totally clean so product is not contaminated.
Pay special attention to:

- Impeller device surfaces.

- Surfaces between propellers and shaft.
- Surfaces around sealing and bushings.
- Surfaces around weldings.

4.4.2 Cleaning examples
- Pre-rinse with cold water for approximately 3 minutes.
- The caustic cleaning step should be made with hot caustic 60-70°C 30 - 45 minutes.
- The yeast mixer should be running continuously during CIP.
- The recommended CIP flow rate is 20-25 m3/h at an inlet pressure of:
- Without aeration: 2,0 bar (2 bar above tank pressure).
- With aeration: 3-3,5 bar (3-3,5 bar above tank pressure).
- The cleaning should be made as soon as possible after emptying the tank, while the inside surfaces are still wet.
- Hot water for approximately 3 minutes.
- Cold water for approximately 3 minutes.

22



5 Maintenance

Ensure totally clean surfaces during mounting. Always use original Alfa Laval parts.

5.1 General Maintenance

- Maintenance of the Agitator should only be performed by authorized personnel.

- For maintenance instructions of gear motor please see 8.5 “Drive Unit Instruction”.

- Ensure totally clean surfaces during maintenance.

- For lifting instruction, please see 3 Installation.

- Always disconnect the power supply when servicing the Agitator.

- Always use proper tools.

- Always replace worn sealing elements before reassembling.

- Follow the dismantling and assembly instructions to the letter.

- All scrap must be stored/disposed of in accordance with current rules and directives.
- Always use original Alfa Laval spare parts.

Part 'Replace every
Sealing 3000 hours or 2nd year
Bearing for bottom console (pos. 25) 3000 hours or 2nd year

5.2 Disassembling of agitator

Follow 3.4.2 - 3.4.6 in reverse order.

5.3 Replacement of gear motor

See 3.4.6.

5.4 Replacement of seals

See 3.4.3 - 3.4.5.

5.5 Replacement of Bearing for bottom console

The complete agitator must be lifted using a hoist and the bearing for bottom console pos. 25 can be changed.

23



6 Technical Data

Ensure totally clean surfaces during mounting. Always use original Alfa Laval parts.

6.1 Technical data

Environmental requirements:
Temperature:
Relative humidity:

Size:
See order confirmation / delivery note:

Power supply:
See gear motor and/or order confirmation/delivery note.

CIP:
Temperature:
Pressure:

Quantity:
Detergent:

Aeration (sterile air):
Pressure:
Quantity:

Material:
See order confirmation / delivery note:

24

10°C - 40°C
20% - 80%

Dimensions to be found in 7 Parts list / Service kits

< 90°C, recommended about 65°C

Without aeration: 2,0 bar (2 bar above tank pressure)
With aeration: 3-3,5 bar (3-3,5 bar above tank pressure)
20-25 m3/h

Suitable for: steel EN 1.4404, PTFE, PVDF and EPDM

1 bar (1 bar above tank pressure)
0-100 I/min

Data to be found in 7 Parts list / Service kits
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7 Parts list / Service kits

Ensure totally clean surfaces during mounting. Always use original Alfa Laval parts.

7.1 ALTB-SB-20-AE (with aeration)

7.1.1 Drawing (item number 9614313201)

25 (30 135 (30 (35

3233 13 6 27 34 36 431 5 128 1619

26) (8)(3)(9)(7
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7 Parts list / Service kits

Ensure totally clean surfaces during mounting. Always use original Alfa Laval parts.

7.1.2 Part list (item number 9614313201):
P-

Q- ltem No. Drawing No. Denomination Materials Total
o- ty. weight
S. [kal
N-
0.
11 ireaew?sgle on 96143142 Shaft, Propeller and Bottom console, type 20  See assembly
o 4 Seetableon gniais3 Gearmotor for type 20 NA
drawing
g ¢ Seetbleon 4143085  Tube, CIP for spray bal 1,4404
drawing
4 1 9614307901 96143079 Console for Agitator, Welded 1,4404
5 1 9614308301 96143083 Flange, Upper for Agitator 1,4404
6 1 9614311401 96143114 Pressure spring 1 bar 1,431
7 1 9614309101 96143091 Spring guide, Agitator type 20 1,4404
8 1 9614309301 96143093 Spray ball @94-2T, 63,5 1,4404
9 1 9614308901 96143089 Spring lock for spray ball 1,4404
10 1 9614312001 96143120 Union 1,4401
11 1 9614311201 96143112 Plug for 2" and 3" PE 1,4307/1,4301
12 2 9614313502 96143135 Guide Pin A2
13 2 9614313501 96143135 Guide Pin A2
14 1 TE2601041560 4156 Name plate AlSI 304L
15 4 TE2601000017 None Screw A2
16 8 TE2601000346 None Washer A2
17 1  TE2601000328 None Screw A2
18 1 TE2601000166 None Washer A2
19 4 TE2601000208 None Screw A2
20 4 TE2601000355 None Cap nut A2
21 4 TE2601000058 None Cap nut A2
22 4 TE2601000348 None Washer A2
23 4 TE2601000202 None Rivet A2
24 1 9614314101 96143141 Loctite® 2701, 10 ml NA
05 1 9614311001 96143110  Bearing for bottom console PTFE AF 1022/
Acoflon 809
26 1 9614309201 96143092 Spray ball bearing PVDF
07 1 9614300001 96143000  Aeration seal box PTFEAF 1111/
Acoflon 802
28 1 9614311301 96143113 Mechanical seal EN 12756: GBEGG
29 1 9614311801 96143118 Gasket PA (Nylon)
30 4 9614311802 96143118 Gasket PTFE
31 1 9614312706 96143127 O-ring EPDM
32 1 9614312707 96143127 O-ring EPDM
33 1 9614312704 96143127 O-ring EPDM
34 1 9614312702 96143127 O-ring EPDM
35 4 9614312701 96143127 O-ring EPDM
36 1 9614312708 96143127 O-ring EPDM

18

7.1.3 Spare Part Kit:
Spare Part Kit item number 9614313202 includes parts pos. #24 to #36
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7 Parts list / Service kits

Ensure totally clean surfaces during mounting. Always use original Alfa Laval parts.

7.2 ALTB-SB-20 (without aeration)

7.2.1 Drawing (item number 9614311901):
As shown on 7.1.1 “ALTB-SB-20 (with aeration)” but without part no: 6, 7, 27, 34 and 36.

7.2.2 Part list (item number 9614311901):
As shown on 7.1.2 “ALTB-SB-20 (with aeration)” but without part no: 6, 7, 27, 34 and 36.

7.2.3 Spare Part Kit:
Spare Part Kit item number 9614311902 includes parts pos. #24 to #36 except part no: 27, 34 and 36 which is not part of
the agitator.
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Ensure totally clean surfaces during mounting. Always use original Alfa Laval parts.

7.3 ALTB-SB-20 (with and without aeration)

7 Parts list / Service kits

7.3.1 Shaft, Propeller and Bottom console assembly, Drawing (item number 9614314201):

7.3.2 Shaft, Propeller and Bottom console assembly, Part List (item number 9614314201):
Pos. Qty.
1

69
70

71

72

73

74

75

76
77
78
79

C

Cg=

3

1

GG, N

77 74

[

O

-

7

72

ltem No.
9614311101
See table on
drawing
See table on
drawing
See table on
drawing
See table on
drawing
See table on
drawing
See table on
drawing
9614308401

TE2601000098

9614313401

TE2601000537

Drawing No.
96143111
96143109

96143097
96143103
961431083
96143106
96143101

96143084
None
96143134
None

0

Denomination

Guide spindle for bearing
Adjustable leg for bottom console

Agitator shaft, Welded
Propeller for agitator
Propeller for agitator
Bottom console for agitator
Agitator shaft, Welded

Shaft, Upper for Agitator

Screw
Parallel Key
Screw

75
g\: ——
t -

==

A-A
76 78 79
gd:
9614314901

2 To be welded by customer

Material

1,4404
1,4404

1,4404
1,4404
1,4404
1,4404
1,4404

1,4404

Total weight [kg]

A2
1.4307/1.4301
A2
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7 Parts list / Service kits

Ensure totally clean surfaces during mounting. Always use original Alfa Laval parts.

7.3.3 Adjustable leg for bottom console, Drawing
(Drawing number 9614324109):

2520 _
A
|

|

N> Mo
o
oL

LS

&

V4
\_/ '
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7.3.4 Adjustable leg for bottom console, Variants

(Drawing number 9614324109):

ltem No.

9614310901

4310901
4310902
4310903
4310904
4310905
4310906
4310907
4310908
4310909
4310910
4310911
4310912
4310913

Drawing No.

96143109
96143109
96143109
96143109
96143109
96143109
96143109
96143109
96143109
96143109
96143109
96143109
96143109

Y/

90,0
87,5
85,0
82,5
80,0
77,5
75,0
72,5
70,0
67,5
65,0
62,5
60,0

Total
weight

kal

0,3



7 Parts list / Service kits

Ensure totally clean surfaces during mounting. Always use original Alfa Laval parts.

7.3.5 Agitator shaft, welded, Drawing (Drawing number 96143097):

A

A-A

[

9614309701

7.3.6 Agitator shaft, welded, Variants (Drawing number 96143097):

ltem No.

9614309701
9614309702
9614309703
0614309704
9614309705
9614309706
9614309707
9614309708
9614309709
9614309710
9614309711
9614309712
9614309713
0614309714
0614309715
9614309716
9614309717
9614309718
9614309719
9614309720
9614309721

Drawing No.

96143097
96143097
96143097
96143097
96143097
96143097
96143097
96143097
96143097
96143097
96143097
96143097
96143097
96143097
96143097
96143097
96143097
96143097
96143097
96143097
96143097

L / [mm]

600

700

800

900

1000
1100
1200
1300
1400
1500
1600
1700
1800
1900
2000
2100
2200
2300
2400
2500

Weight [kg]
2

NNNNOOOOOOOOIOIOIOTR R RAWWWWN
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7 Parts list / Service kits

Ensure totally clean surfaces during mounting. Always use original Alfa Laval parts.

7.3.7 Propeller, Drawing (Drawing number 96143103):

Propeller

9614310301

7.3.8 Propeller, Variants (Drawing number 96143103):

ltem No. Drawing No. @ Propeller / [mm] Weight [kg]
9614310301 96143103 296 4
9614310302 96143103 345 4
9614310303 96143103 394 5
9614310304 96143103 444 5
9614310305 96143103 493 6
9614310306 96143103 543 6
9614310307 96143103 593 6
9614310308 96143103 643 7
9614310309 96143103 692 7
9614310310 96143103 742 8
9614310311 96143103 792 8
9614310312 96143103 842 9
9614310313 96143103 892 9
9614310314 96143103 942 9
9614310315 96143103 992 10
9614310316 96143103 1042 10
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7 Parts list / Service kits

Ensure totally clean surfaces during mounting. Always use original Alfa Laval parts.

7.3.9 Bottom Console for Agitator, Drawing (Drawing number 96143106):

Leg 2
//’
&
Leg 1
| )
Leg 3

7.3.10 Bottom Console for Agitator, Variants (Drawing number 96143106):

ltem No.

9614310601
9614310602
9614310603
9614310604
9614310605
9614310606
9614310607
9614310608
9614310609
9614310610
9614310611
9614310612
9614310613
9614310614
9614310615
9614310616
9614310617
9614310618
9614310619
9614310620
9614310621
9614310622
9614310623
9614310624
9614310625
9614310626
9614310627
9614310628
9614310629
9614310630
9614310631
9614310632
9614310633

Drawing No. Leg 1

96143106
96143106
96143106
96143106
96143106
96143106
96143106
96143106
96143106
96143106
96143106
96143106
96143106
96143106
96143106
96143106
96143106
96143106
96143106
96143106
96143106
96143106
96143106
96143106
96143106
96143106
96143106
96143106
96143106
96143106
96143106
96143106
96143106

(mm)
200
300
400
500
600
700
800
900
1000
200
300
400
500
600
700
800
900
1000
200
300
400
500
600
700
800
900
1000
200
300
400
500
600
700

Leg 2
(mm)
200

300

400

500

600

700

800

900

1000
200
300
400
500
600
700
800
900
1000
200
300
400
500
600
700
800
900
1000
200
300
400
500
600
700

Leg 3
(mm)
200
200
200
200
200
200
200
200
200
300
300
300
300
300
300
300
300
300
400
400
400
400
400
400
400
400
400
500
500
500
500
500
500

kal
4

LO0OONOOUILIZOONNOUOAZOOONDOO!

O©oo~N~NOO

Weight Item No.

9614310642
9614310643
9614310644
9614310645
9614310646
9614310647
9614310648
9614310649
9614310650
9614310651
9614310652
9614310653
9614310654
9614310655
9614310656
9614310657
9614310658
9614310659
9614310660
9614310661
9614310662
9614310663
9614310664
9614310665
9614310666
9614310667
9614310668
9614310669
9614310670
9614310671
9614310672
9614310673
9614310674

Drawing No.

96143106
96143106
96143106
96143106
96143106
96143106
96143106
96143106
96143106
96143106
96143106
96143106
96143106
96143106
96143106
96143106
96143106
96143106
96143106
96143106
96143106
96143106
96143106
96143106
96143106
96143106
96143106
96143106
96143106
96143106
96143106
96143106

w/

P!
9614310601
Leg 1 Leg 2
(mm) (mm)
700 700
800 800
900 900
1000 1000
200 200
300 300
400 400
500 500
600 600
700 700
800 800
900 900
1000 1000
200 200
300 300
400 400
500 500
600 600
700 700
800 800
900 900
1000 1000
200 200
300 300
400 400
500 500
600 600
700 700
800 800
900 900
1000 1000
200 200
300 300

96143106

Leg 3 Weight

(mm) [kal
600 9
600
600
600
700
700
700
700
700
700
700
700
700
800
800
800
800
800
800
800
800
800
900
900
900
900
900
900
900
900
900
1000
1000

UGN G IO N
SR L SO NNG R IS 0OONO IS0 NNOG IS

o~
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7 Parts list / Service kits

Ensure totally clean surfaces during mounting. Always use original Alfa Laval parts.

ltem No. Drawing No. Leg 1 Lleg2 Leg3 Weight Item No. Drawing No. Leg 1 Leg 2 Leg 3 Weight

(mm)  (mm)  (mm) kal (mm)  (mm) (mm) [kl
9614310634 96143106 800 800 500 10 9614310675 96143106 400 400 1000 9
9614310635 96143106 900 900 500 11 9614310676 96143106 500 500 1000 9
9614310636 96143106 1000 1000 500 11 9614310677 96143106 600 600 1000 10
9614310637 96143106 200 200 600 5 9614310678 96143106 700 700 1000 11
9614310638 96143106 300 300 600 6 9614310679 96143106 800 800 1000 12
9614310639 96143106 400 400 600 7 9614310680 96143106 900 900 1000 13
9614310640 96143106 500 500 600 8 9614310681 96143106 1000 1000 1000 13
9614310641 96143106 600 600 600 9
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7 Parts list / Service kits

Ensure totally clean surfaces during mounting. Always use original Alfa Laval parts.

7.3.11 Agitator shaft, welded, Drawing (Drawing number 96143101):

7.3.12 Agitator shaft, welded, Variants (96143101):

ltem No.

9614310101
9614310102
9614310103
9614310104
9614310105
9614310106
9614310107
9614310108
9614310109
9614310110

ONOOITWN —

Drawing No. L / [mm]

96143101
96143101
96143101
96143101
96143101
96143101
96143101
96143101
96143101
96143101
96143101
96143101
96143101
96143101
96143101
96143101
96143101
96143101

500

600

700

800

900

1000
1100
1200
1300
1400
1500
1600
1700
1800
1900
2000
2100
2200

<
\
A
Y
L -
9614310101
A-A
Weight [kg] ltem No. Drawing No. L/ [mm]
2 9614310119 96143101 2300
2 9614310120 96143101 2400
2 9614310121 96143101 2500
3 9614310122 96143101 2600
3 9614310123 96143101 2700
3 9614310124 96143101 2800
3 9614310125 96143101 2900
4 9614310126 96143101 3000
4 9614310127 96143101 3100
4 9614310128 96143101 3200
4 9614310129 96143101 3300
5 9614310130 96143101 3400
5 9614310131 96143101 3500
5 9614310132 96143101 3600
5 9614310133 96143101 3700
6 9614310134 96143101 3800
6 9614310135 96143101 3900
6 9614310136 96143101 4000

Weight [kg]
7

O©OOOOOOO00 NN~

o
- 10000
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7 Parts list / Service kits

Ensure totally clean surfaces during mounting. Always use original Alfa Laval parts.

7.3.13 Gear motor, Variants (Drawing number 96143133):7

Gear motor specification:

Type: High efficient Helical Bevel
Shaft material: 1,4057

Motor temperature Protection: PTC resistor, 3x155°C
Motor backstop: Yes

Lubrication type*: Food-compatible oil ISI VG 220
Lubrication supplier*: Kltber

Lubrication classification*: CLP PG H1 220
Lubrication quantity: 1,2 Itr

Surface color: RAL 5010

Surface treatment: Pain coat 3,0, 110-150 ym
Surface corrosion class: EN 12944, C2

Labelling: CE and CEL

*For more information and certificate see 8.4 “Drive Unit Lubrication”.
Please contact Alfa Laval if a new gear motor is required. In this way it is ensured that the new gear motor fulfils all local legislation.
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7 Parts list / Service kits

Ensure totally clean surfaces during mounting. Always use original Alfa Laval parts.

7.3.14 Tube, CIP for spray ball, Drawing (Drawing number 96143085):

9614308501

7.3.15 Tube, CIP for spray ball, Variants (Drawing number 96143085):

ltem No.

9614308501
9614308502
9614308503
9614308504

Drawing No. L / [mm]
96143085 200
96143085 300
96143085 400
96143085 500

wWWwN
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7 Parts list / Service kits

Ensure totally clean surfaces during mounting. Always use original Alfa Laval parts.

7.3.16 Welding Flange (Counter Flange), Drawing (Drawing number 9614323701)
61

60

4304-0009 4:

A
|
A-A
Welding Flange (Counter Flange), Parts List (ltem number 9614323701)
Pos Qty ltem # Drawing # Denomination Material
60 1 9614323601 96143236 Welding Flange 14.404
61 4 TE2601000672 None Stud A2
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7 Parts list / Service kits

Ensure totally clean surfaces during mounting. Always use original Alfa Laval parts.

7.4 Mounting Tools

The mounting tool must be used for correct installation of ALTB-SB-20 (the same tool can also be used for ALTB-SB-30).
The tool is able to be used on top flanges / welding flanges with M16 screws (the holes are @17mm) positioned with the

following bolt circles:
- 16 holes in: @500 mm, @550 mm, @600 mm
- 20 holes in: @600 mm, @650 mm, @660 mm

7.4.1 Mounting Tool, Drawing (Drawing number 96143115):

) 4

175 125

160

mooOw>»
o nn
o1l || || ()
Sli=1sxlex
=l=lii=lis

Q
o
=
S
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7 Parts list / Service kits

Ensure totally clean surfaces during mounting. Always use original Alfa Laval parts.

7.4.2 Mounting Tool, Parts List (item number 9614311501):

Pos.
80
81
82
83
84
85
86
87
88
89
90
91

40
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ltem No.

9614312401
9614312201
9614312301
9614311601
9614310201
9614311701
9614312501
9614313101
2601000641
2601000563
2601000389
2601000564

Drawing No.
96143124
96143122
96143123
96143116
96143102
96143117
96143125
96143131
None
None
None
None

Denomination

Tool - Guide plate

Tool - Top Guide type 20
Tool - Top Guide type 30
Tool - Bushing

Washer

Tool - Back stop

Tool - Guide plate, small
Tool - Mounting shaft welded
Screw

Screw

Screw

Screw

Material

Aluminium 6061 Alloy
Aluminium 6061 Alloy
Aluminium 6061 Alloy
Aluminium 6061 Alloy
A2

Aluminium 6061 Alloy
Aluminium 6061 Alloy
Aluminium 6061 Alloy



7 Parts list / Service kits

Ensure totally clean surfaces during mounting. Always use original Alfa Laval parts.

7.5 Installation Drawings

The mounting tool must be used for correct shaft adjustment and installation of ALTB-SB-20.
All position numbers are according to drawings and BOM’s 7.1, 7.2, 7.3, 7.4.

7.5.1 Shaft, Propeller and Bottom Console in tank:

9614314501

A1: Marking line

A2: Cutting line

A8: Welding of shaft for gear motor onto agitator shaft

X1 = “Thickness of Gasket” + “Thickness of Top Plate”, if gasket is an O-ring then “Thickness of Gasket” = 0

7.5.2 Shaft, Propeller and Bottom Console in tank, Parts List:
Pos. Qty Item No. Drawing No. Denomination
99 1 NA NA Tank mounting flange

(welding flange)
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7 Parts list / Service kits

Ensure totally clean surfaces during mounting. Always use original Alfa Laval parts.

7.5.3 Complete Agitator in tank

9614314601

X1 = “Thickness of Gasket” + “Thickness of Top Plate”, if gasket is an O-ring then “Thickness of Gasket” = 0

7.5.4 Complete Agitator in Tank, Parts List:

Pos. Qty ltem No. Drawing No. Denomination

99 1 NA NA Tank mounting flange (welding flange)
100 1 NA NA Top Plate

101 1 NA NA Top Plate gasket

42



7 Parts list / Service kits

Ensure totally clean surfaces during mounting. Always use original Alfa Laval parts.
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8 Appendix

Ensure totally clean surfaces during mounting. Always use original Alfa Laval parts.

8.1 Declaration of Compliance

Supplier

Alfa Laval Flow Equipment (Kunshan) Co Ltd
Baishu Road, Kunshan

Economic & Technical development Zone
Jiangsu - 215301 - P. R. China

Tel Switchboad: +86 512 577 145 04

Traceability

We as supplier hereby guarantee and certify that the materials and/or parts of equipment(s) stated in this manual have been
manufactured in accordance to and comply with the Regulation (EC) No. 1935/2004 of the European Parliament and of the
Council of 27 October 2004 on “Materials and articles intended to come into contact with food” regarding traceability.

Compliance for the U.S. Food & Drug Administration CFR 21 §177

We hereby confirm that the materials used in the equipment stated in this manual are suitable and licensed for FDA and
can be used in food applications in accordance with FDA. Handling/assembly at Alfa Laval has not changed the material
characteristics and parts have not been contaminated with unacceptable products. FDA Declarations from our suppliers can
be forwarded upon request.

This Certified Mill Test Report is computer generated and is valid without signatur e.
Michael Zhen, Quality Manager, Alfa Laval
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8 Appendix

Ensure totally clean surfaces during mounting. Always use original Alfa Laval parts.

8.2 Order specific “Tank With Agitator” drawing, example

1D @1500

2550
1D450

339

550

600 (Extra at least 200 )

2200
&
AT
?/
Vi e
(s

2991

1000

1931

452

Offset of agitator = 125 mm
Height of Bottom Console = 325 mm
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8 Appendix

Ensure totally clean surfaces during mounting. Always use original Alfa Laval parts.

8.3 WPS

SVEJSEPROCEDURE-SPECIFIKATION
WELDING PROCEDURE SPECIFICATION WPS NO. Shaft Type 20
Gadkendelse Lh.i | Approval according ioc EN15808-1 Rev Mo. 01 ' ::;: 11
Welding Procedure Not Verified Date: 2014-07-22
Kundens specifiication: Desbkat f WPGRNLT /A
Cliant's spacification: Supportsd by WPQR
Alfa Laval Copenhagen A/S Field welding/assembling agitator shaft type 30
Grundmaterialer/Base Material Standard/Code: xxx
Belegnelse Gruppa ne, | Group no. Gy, max. Balegnelss Gruppe nr. { Group no. Copv. Max.
316L 8.1 X filfto 316L 8.1 %
" isdeier Tykalsearehas mm TRIaE o TykKesSGemrbde
Platefpipa Thickness range mm Plateipips rrange men
- Butt Weld 20-50 tilfto Buttweld 20-50
e Foris >20 tillto Fioa =20 mm
Fi ljer 0g semoptygning (Skilse) Haefining/Tacking: Same data as
Joiril dedails and welding {Sketch a1
Min_ Forvarmatemp.: Min.
| I P s 15°C
@
Q\ N
i N
E = Al ! oW Iy
o h
E-'F T \J W\IFJ-F!-S
F iF :
Laangda:
| 4%t mm
2. side: Slibning/Grinding:
Svejsestilling/\Welding position: PA-FC f“ ::'
] - E o . I:nmm Standard Hz Gas Baggas L5
P,”, a","f"m R z
- E  Elecirode Lasngde! Ciassication e Backatiexing gon
Diameder G EN14175 Dysai
on Weid, V| Fabricat og betegrelss Lenglh T: EN14343A Mezzle Type!
g pleces Maraufaclure and irade mark P mm® Uiy
mm E lirnin No.
1-N 141 G Argon 11 10 10 =1
1-N 141 G Farmier or Argon 11 or N5 6-10 10 11 or NS /10 2
1-N 141 w Wolfram Grey 2.4 IS0 6848: W Ce 20
2N 141 T| Cerlikon Inertrod/or | 16-20 W19123LSi
same type
= e & U pending/siringer ‘Andre datal Bem.
g Pm:am g Stram/Current m “ allar gcle mm xx: pondir Other data Hote
- Travel spead menlin v rurs wiclth
™ Frogram Wire }m_ of nun-oul lengtih mm Men:. mm
e e AN Haat input
5 e g i Forv / Interpass°C e
1 DC- 50-80 10-12 45-55 5 0,4-0,8 - 1
2 DC- 50-80 10-12 45-55 S 0.4-0,8 1
3 DC- 50-80 10-12 45-55 5 0,4-0,8 1
4 = DC- 50-80 5 = 10-12 45-55 S 0,4-0,8 - 1
m.wj'm
Forvarmning/Preheat: 15 c Temp. mellem strengefinterpass temp. max. 120 ¢
Efterfalgende varmebeh./PWHT: E :;u |:| - -a:-e'r-- i
Bemarininges/Males:
Note 1. Recommened Puls Data Peak Current 90-130. Peak time 0,25 Sec. Base current time 0.25 Sec.
Note 2. Follow direction numbers for welding at Sketch — use Interpass temp. max. (waiting time).
Note 3.
Note 4.
Dato/Diate: Dala/Date: X000
lolM-0}- 27
Producentans underskriy Lindershrift af kunda - loundereprmsentani DiaoiCiabe
Conlraior's s Clant's og representalive's sinaturs
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Product information

Klibersynth UH1 6 oils

Ensure totally clean surfaces during mounting. Always use original Alfa Laval parts.

KLUBER
LUBRICATION

Synthetic gear and high-temperature oils for the
food-processing and pharmaceutical industries

Benefits for your application

e The oils meet the requirements according to DIN 51 517 — 03, CLP

¢ Registered by NSF as H1 lubricants-for use in food-processing and pharmaceutical
industries, complies with FDA 21 CFR Sec. 178.3570

o IS0 21469 certified — supports the compliance with the hygienic requirements in your
production. You will find further information about ISO Standard 21469 on our website

www.klueber.com.

e Much longer service life than mineral oils due to the excellent ageing and oxidation
resistance of the base oil; thus maintenance intervals can be extended and in certain

cases even lifetime lubrication is possible

e Owing to the wide service temperature range it is possible in many cases to use just one
viscosity grade for both low and high temperatures

e The optimum friction behavior of the polyglycol base oil reduces power losses and

improves efficiency

e The good wear protection of both gears and rolling bearings ensure that the service life
calculated for the lubricated components is achieved.

e The oils' high micropitting resistance offers sufficient protection to gears that are
subject to high loads and would normally be susceptible to this type of damage.

e The excellent viscosity-temperature behavior supports the formation of a sufficient
lubricating film even at elevated and high temperatures.

* Seals made of 72 NBR 902, 75 FKM 585 and 75 FKM 170055 are resistant against

Kliibersynth UH1 6 oils.

* Approved by Flender, Siemens Geared Motors, SEW Eurodrive, Getriebebau Nord,
Stober Antriebstechnik, Lenze, ZAE Antriebstechnik Baldor, Boston Gear, Bonfiglioli,

Watt Drive etc.

Description

Klubersynth UH1 6 oils are gear oils on a
polyglycol basis. They have a high scuffing load
capacity and

micro-pitting resistance. These oils have also
proved their good wear protection in rolling
bearings on the FAG FE 8 test rig for gear oils.

Klubersynth UH1 6 oils stand out for their
excellent ageing and oxidation resistance, good
viscosity-temperature behaviour and very good
thermal stability.

Application

Klubersynth UH1 6 oils are used for the
lubrication of bevel and spur gears, rolling and
plain bearings as well as all types of denture
clutches, especially when exposed to high
temperatures.

Klubersynth UH1 6 oils were especially
developed for the lubrication of worm gears with
steel/bronze pairings.

The polyglycol base oils and special additives
reduce the friction coefficient and provide low
wear values, which is a clear advantage in

these agglications.

Kliibersynth UH1 6-100, 150, 220, 320, 460, 680, en
article number: 096094, 096058, 096059, 096063, 096060, 096064

Edition 12.09, replaces edition 07.09
MA-TM/HSi

8 Appendix
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Ensure totally clean surfaces during mounting. Always use original Alfa Laval parts.
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Product information

Kliibersynth UH1 6 oils

KLUBER
LUBRICATION

Synthetic gear and high-temperature oils for the
food-processing and pharmaceutical industries

Klubersynth UH1 6 oils achieve a particularly
low wear intensity according to DIN 3996
(calculation of load capacity).

Klabersynth UH1 6 oils can also be used for the
lubrication of lifting, drive and transport chains.

Application notes

Klibersynth UH1 6 oils can be applied by
immersion, immersion/circulation and injection.

Kltbersynth UH1 6 oils are not miscible with
mineral oils and synthetic hydrocarbons like
polyalphaolefins.

Application notes

We recommend cleaning the lubrication points
or rinsing gears with the Klibersynth UH1 6 oil
which will be used after conversion.

Klubersynth UH1 6 oils are neutral towards
ferrous metals and almost all nonferrous
metals.

There may be increased wear when the contact
surfaces of design elements made of aluminium
or aluminium alloys are exposed to dynamic
loads. If necessary, preliminary tests should be
carried out.

For permanent temperatures up to 80°C seals
made of 72 NBR 902 may be used. For higher
temperatures, we recommend to use seals
made of 75 FKM 585.

It should be noted that elastomers from one or
several manufacturers can behave differently.

When applying Kliibersynth UH1 6 oils we
recommend the use of two-component paints
(reaction paints) for interior coating. Oil gauge
glasses should preferably be made of natural
glass or polyamide materials. Other transparent
plastics, e.g. Plexiglas, have a tendency to
crack under stress.

The suitability of materials used in contact with
Klubersynth UH1 6 oils should be tested,
especially prior to series application.

Viscosity selection

When determining the oil viscosity for gears,
the manufacturer's instructions take priority.
Only in cases where there are no gear
manufacturer's instructions, the viscosity can be
selected in accordance with the enclosed
worksheet "Klibersynth UH1 6 oils — selection
of oil viscosity for gears".

To determine the correct oil viscosity for
bearings, please observe the bearing
manufacturer's instructions.

For determining the existing viscosity, please
refer to the enclosed viscosity-temperature
diagram indicating the differing viscosity-
temperature behavior of Kliibersynth UH1 6 oils
as compared to mineral oils.

Minimum shelf life

The minimum shelf life is approx. 36 months if
the product is stored in its unopened original
container in a dry, frost-free place.

Pack sizes

20 | canister
200 | drum

Material Safety Data Sheets

Material safety data sheets can be downloaded
or requested via our website www.klueber.com.
You may also obtain them through your contact
person at Kliber Lubrication.

Kliibersynth UH1 6-100, 150, 220, 320, 460, 680, en
article number: 096094, 096058, 096059, 096063, 096060, 096064

Edition 12.09, replaces edition 07.09
MA-TM/HSI
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Ensure totally clean surfaces during mounting. Always use original Alfa Laval parts.

KLUBER
LUBRICATION

Product information

Kliibersynth UH1 6 oils

Synthetic gear and high-temperature oils for the
food-processing and pharmaceutical industries

Product data

Kliibersynth UH1 6- ... 100 150 220 320 460 680

Marking acc. to DIN 51502 CLPPG | CLPPG | CLPPG | CLPPG | CLPPG | CLP PG
100 150 220 320 460 680

Marking acc. to ISO 12925-1 CKC 100 | CKC 150 | CKC 220 | CKC 320 | CKC 460 | CKC 680

NSF-H1 registration*, registration no. 137872 124437 124438 124439 124440 124441

ISO VG DIN 51 519 100 150 220 320 460 680

Density, DIN 51757, at 15 °C, 1040 1050 1060 1065 1075 1075

[kg/m?], approx.

Kinematic viscosity, DIN 51 562, pt. 01

at 20 °C, [mmZ/s], approx. 250 390 610 840 1270 1900

at 40 °C, [nm?/s], approx. 100 150 220 320 460 680

at 100 °C, [mmzls], approx. 19.5 28.5 41 56 78 115

Viscosity index, DIN I1SO 2909, approx. >190 >210 >220 >220 > 240 > 250

Flash point, DIN ISO 2592, [°C] >220 >220 >220 >220 >220 >220

Pour point, DIN ISO 3016, [°C] <-45 <-35 <-35 <-30 <-30 <-25

Foaming characteristics, ASTM D 892, <100/10

sequence |, I, Il [ml] =

Copper corrosion, DIN EN 2160, 24 h, 1-100

corrosion rating

Corrosion protection on steel, 0—A

DIN ISO 7120

Ageing characteristics, ASTM D 2893, <6

increase in viscosity, [%] -

FZG gear test rig, A/8.3/90 >12

DIN 14635-1, scuffing load stage

FZG gear test rig, A/16.9/90 > 11 >12

DIN 14635-1, scuffing load stage =

Rolling bearing test rig FE 8, D 7,5/80-80,

DIN 51 819-3, wear of rolling elements, <30

[mg]

Lower service temperature range**, [°C] -35 -30 -25

Upper service temperature range**, [°C] 160

This lubricant is registered as H1, which means that it has been designed for incidental, technically unavoidable food contact. Experience shows that it can be
used for equivalent applications in the cosmetic and pharmaceutical industry under the conditions i in the product ir ion leaflet. Specific test
results as e.g. biocompatibility, which could be an additional requirement for applications in the pharmaceutical industry, are not available for this product.
Therefore, before using the lubricant adequate risk analyses should be performed and, if necessary, suitable measures be taken by the manufacturer and user
of installations in order to exclude the risk of health hazards and personal injuries.

Service temperatures are guide values which depend on the lubricant's composition, the intended use and the application method. Lubricants change their
consistency, shear viscosity or viscosity depending on the mechano-dynamical loads, time, pressure and temperature. These changes in product characteristics
may affect the function of a component.

Klibersynth UH1 6-100, 150, 220, 320, 460, 680, en Edition 12.09, replaces edition 07.09
article number: 096094, 096058, 096059, 096063, 096060, 096064 MA-TM/HSI
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Ensure totally clean surfaces during mounting. Always use original Alfa Laval parts.

KLUBER
LUBRICATION

Product information

Kliibersynth UH1 6 oils
Synthetic gear and high-temperature oils for the
food-processing and pharmaceutical industries

Viscosity-Temperature Diagram

Elibersynth UH | & -680

Wibaryynth UH 1 & -460

Kilibersynth UM 1 6 -320

Khibersynth UH 1 6 220

Kiibersynth UH 1 6 150

Eliibersynith UH 1 6-100

b 30 E ) W oMW M 48 N #® T B W W 10 i3 i3 140 185 W80

Lubrication is our world
With more than 2000 products available around the world, you can be sure that Kliiber
has the right product for your application. Please contact Kliiber Lubrication specialists

worldwide to assist you in all matters regarding lubrication.
www.klueber.com

Kliiber Lubricati i KG, Gei 7, 81379 Mii phone +49 89 7876-0, fax +49 89 7876-333.

The data in this product information is based on our general experience and knowledge at the time of printing and is intended to give information of possible
applications to a reader with technical i It i neither an of product nor does it release the user from the obligation of
performing preliminary tests with the selected product. We recommend contacting our Technlcal Consulting Staff to discuss your specific application. If required and
possible we will be pleased to provide a sample for testing. Kiiiber products are continually improved. Therefore, Kliiber Lubrication reserves the right to change all
the technical data in this product information at any time without notice.

]
I —_ Kliber Lubrication, a company of the Freudenberg Group
Publisher and Copyright: Kliiber Lubrication Miinchen KG. Reprints, total or in part, are permitted if source is indicated and voucher copy is forwarded.
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Ensure totally clean surfaces during mounting. Always use original Alfa Laval parts.

8.5 Drive unit instruction

Intelligent Drivesystems, Worldwide Services

RP
B1000 NO

Operating and Assembly Instructions for

Gear Units and Geared Motor s DR'VESYSTEMS
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