Bareshaft Pump Dimensions
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All dimensions in mm
Pump Model A B B1 (¢} D E F G H J K L M N P Q R S T U
N1-000S-HO5 6 42 54 | 115 | 6.5 12 30 71 25 4 250 | 25 | 103 | 80 11 102 | 105 | 90 7
N1-000S-HO7 6 42 54 | 115 | 6.5 12 30 71 25 4 250 | 25 | 108 | 80 Ihl 102 | 105 | 90 7
N1-000L-HO5 12 or 25 42 68 54 | 115 | 6.5 12 30 71 25 4 266 | 31 108 | 80 11 102 | 105 | 90 7
N1-000L-HO7 12 or 25 42 68 54 115 | 6.5 12 30 71 25 4 266 31 103 80 11 102 | 105 90 7
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but may be subject to change without prior notice.
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Series N

Rotary Lobe Pumps for low volume transfer

SSP Series N stainless steel rotary lobe pumps have

been designed for low volume fluid transfer duties within
application areas such as laboratories, pilot plants, chemical
processing, food processing, electroplating and film
processing.

The Series N pump, being small in size, is ideal for
installations where space is restricted..

User Benefits

e Low energy consumption
e Compact size

e Reversible operation

e Easy maintenance
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Operation

The positive displacement of the Series N pump is provided
by non-contacting, contra rotating roloid gear rotors within a
fully swept pump chamber. Series N pumps are capable of
bi-rotational flow

without modification.









